2007 MACK GRANITE TRUCK CHASSIS

Model CV-713                                  Mileage: 8,600
Price $ 250,000/Offer
Engine:

· Mack AMI-ASET 335 HP @ 2100 RPM

· 100 amp alternator, 3- 12V Bulldog batteries

· 18.7 Meritor/Wabco air compressor

· AD Bendix System Guard Air Dryer

· 12 VOLT/1500 Watt block heater

Transmission:

· Mack T-308

· Dana/Spicer 1810 drive line

Front Axle:

· FAW 18,000# Mack

· Rockwell “S” cam 16.5 x 5 Q brakes

· Disc wheel- cast drum

· 18,000# multi-lead springs

· Integral power steering

· 22.5 x 9.0 front rims

Rear Axle:

· Mack 38,000# spring

· Power divider- manual in-cab control

· Disc wheel inboard cast drums

· 4.64 rear axle ratio

Frame:

· Frame rails 10.75” x 3.25” x .375”

Miscellaneous Features:

· 252” wheelbase, 270” platform

· Air driver’s seat

· Mack “Power Leash” engine brake

· Air conditioner, AM/FM cassette radio

· 3:15R x 20 front tires

· 11R x 22.5 rear tires

· 75 gallon fuel tank, left

· Tow hooks- front

2007 TREAD RE-PUMP EMULSION BED

EMULSION STORAGE AND DELIVERY SPECIFICATIONS:

EMULSION STORAGE:

Tank Specifications





US DOT MC-412

Tank Profile






Standard

Tank material (shell)





3/16” stainless steel

Tank material (head)





1/4” stainless steel

Tank length (feet)





10

Number of compartments





1

Capacity (gallons)





1800

Tank suction



4” internal air open/spring return emergency valve

Tank insulation






No

External reinforcement





Yes

EMULSION DELIVERY:


Pump direction

Control type



Manual





Control location



Left rear fender





Valve type



Directional spool valve





Valve location



Left rear fender


Pump speed

Control type



Manual





Control location



Left rear fender





Valve type


Adjustable priority flow divider





Valve location



Left rear fender

PUMPRO TM  PUMP SAFETY SYSTEM:


Run dry protection





4 to 20 MA flow sensor


Redundant run dry system


4 to 20 MA pressure sensor- low pressure switch set @ 15 psi


Deadhead protection


4 to 20 MA pressure sensor-high pressure switch set @ 175 psi


Redundant deadhead protection




Burst disk @ 200 psi


Unattended operation timer




15 minutes

Heat build-up






Temperature sensor
HOSE REEL SPECIFICATION AND CONTROL:

HOSE REEL SPECIFICATION:


Reel style






180 degree swing


Axle size






2” SCH-40 stainless steel

Hose size






120 ft. x 1-1/2 inch

Hose type






Royalflex

Reel location






Rear of body

HOSE REEL SPECIFICATION AND CONTROL: (continued)

HOSE REEL CONTROL FUCTIONS:

    Hose direction includes spool valves for fast up/down and controlled speed up/down.


Direction

Control type



Manual





Control location



Left rear fender





Valve type



Directional spool valve





Valve location



Left rear fender


Speed


Control type



Manual





Control location



Left rear fender





Valve type


Adjustable priority flow divider





Valve location



Left rear fender


Boom extend

Control type



Manual





Control location



Left rear fender





Valve type



Directional spool valve





Valve location



Left rear fender


Boom swing

Control type



Manual





Control location



Left rear fender





Valve type



Directional spool valve





Valve location



Left rear fender
SMALL DIAMETER STORAGE REEL AND HOSE:


Reel material






Aluminum


Location






Right side of rear fender


Hose






150’ x 1” Hercules Thermoid


Hose retract






Manual


Water ring provided





1- inch

WATER LUBRICATION SYSTEM:


Pump







Hydraulically driven Cat pump


Lubrication flow rate control

Adjustable proportional flow divider controlling pump speed

System capacity






200 gallons

Tank material






Stainless steel


Water tank heater






No

FULL REMOTE CONTROLS:

Remote control feature to incorporate a 1 milliwatt radio transmitter to operate pump.  This option also allows for remote operation of all functions on the 180 deg. Hose reel including boom extend, boom swing, and hose reel forward and reverse.  This system will give the operator the ability to operate both systems within the hose length of the unit (120 feet).  The transmitter will operate the pump as required or will integrate into the predetermining stop for loading a preset amount of product each time the pump is activated.

PRODUCT MONITORING DEVICES:


-PRODUCT-
-MONITOR TYPE-
-READOUT UNITS-
-READOUT LOCATION-


Emulsion
Digital rate meter

R.P.M. or Pounds/min
Left rear fender


Emulsion
Digital totalizer meter
Revolutions/Lb (hole total)
Left rear fender


Emulsion
Digital totalizer meter
Revolutions/Lb (job total)
Left rear fender

BODY MOUNTING AND INSTALLATION:


Mounting






Conventional


Mounting System






Flex mount


Bumper type






Heavy-duty ICC bumper


Fenders







Full length stainless steel

DIGITAL COMMAND CENTER PLUS:

Pumping control station-  A rear control station provides a backlit LCD touch-screen interface, All-Stop mushroom pushbutton, and Start/ Stop/ Reset pushbutton.  Hose reel control and hose depth monitoring is provided adjacent to the touch-screen.  Manual control for gasing and water pumps is provided by way of toggle switched.  Pumping and hose reel retract speed are controlled with hydraulic valves.  Mechanical gauges provide monitoring of flow and pressure variables.

HYDRAULIC HANDRAILS:


Pump type






Tandem section gear pump


System capacity






40 gallon reservoir


Hydraulic tank material





Aluminum


Hydraulic fluid






VG-68


Hydraulic filters






30 micron return line filters


Auxiliary hydraulic ports





Yes


Cleanout door






Yes

LIGHTING SYSTEM:

One (1) sealed vehicle lighting system.  The closed system protects wire from abrasion, salt, capillary action and physical damage.  All wiring is protected by 1/16” wall instrument grade tubing, nylon pipe to barb fittings, plus no external splices.

REGULATORY PACKAGE:

Regulatory package consists of the following items:








One (1) backup alarm


One (1) highway triangle warning kit


Four (4) flip card placards mounted on each side 
      of body


Wheel chocks- one each side

FIRE EXTINGUISHER PACKAGE:

Fire Extinguisher




2- ABC dry chemical, meets D.O.T. requirements

Mounting location






1 each side

DROM BOX:

This option consists of a stainless steel Drom box mounted directly behind the cab accessible from both sides of the vehicle. Both sides are lined to the IME SLP22 standard.  This configuration allows for the transport of detonators on one side and high explosives on the other.  The box’s inside dimensions are 53”H x 38”D x 27”W, each side.

SPECIAL FEATURES:

One set of tow hooks, 9000 psi

Special loading pole holder

(1) 48” tool box mounted under fender

